## Nisene Technology Group

## 0300604

## QFP Accessory Kit

The fixtures in this kit have been optimized to assist the end user with the decapsulation of a wide variety of QFP packages.

Gasket drawings are displayed below in a 1:1 ratio for easy part number selection and reordering.

All alignment plates (series \#0700032) have the suffix engraved.


Definitioncasket and Location Gasket Stack-up

Gaskets in this kit have thicknesses of approximately .070 " ( 1.8 mm ) and .031 " (.8mm).
A typical fixture stack-up featuring components found in this kit can be seen in the render above.

## 1" (25.4mm) OD Definition Gaskets:



9700033-01
. 160 " x . 250 "


9700033-11 .200" x . 200"


9700033-22 .450" x . 450 "
 . 160 " x .350"


9700033-12
.250" x . 250"



9700033-03
$.160 "$ x . 450 "


9700033-13
$.300 " \times .300 "$


9700033-24
$.450 " \times .550 "$


9700033-06
$.350 "$ x .350"


9700033-15
$.250 " \times .500 "$


9700033-27
$.180 " \times .390 "$


9700033-07
$.350 " \times .500 "$


9700033-17
. 210 " x . 505 "


9700033-31
$.350 " \times .450 "$


9700033-08 $.160 " \times .160 "$


9700033-18
$.180 "$ x $.630 "$


9700033-09 $.250 " \times .350 "$


## Nisene Technology Group

1" (25.4mm) OD Location Gaskets:


## 1 3/8" (35mm) OD Definition Gaskets:




9700050-04
$.471 " \times .471 "$


9700050-05
$.550 " \times .550 "$


9700050-06
$.550 " \times .786 "$


9700050-07
.786" x .786"

